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 a. In accordance with 14 CFR Part 121 Appendix P, the certificate holder is authorized to conduct ETOPS
 with two-engine airplanes only within the areas of operation where this operations specification is 
referenced in B050 of these operations specifications. The certificate holder may not conduct any other ETOPS flights under these operations specifications.
 
b.
The certificate holder is authorized to conduct ETOPS with two-engine, turbine-powered airplanes under Part 121 over a route that contains a point farther than 60 minutes flying time from an adequate airport at an approved one-engine inoperative cruise speed under standard conditions in still air.

c.
General ETOPS Provision.  Except as provided in subparagraph f of this operations specification, the certificate holder must conduct all ETOPS in accordance with the provisions, conditions and limitations of this operations specification.  


(1)
Authorized Areas of Operations. The certificate holder is authorized to conduct Part 121 ETOPS within the geographic areas of B050, in which this operations specification is referenced. The maximum diversion time at the approved one-engine inoperative cruise speed (under standard conditions in still air) at any point along the route of flight to an adequate airport must be equal to or less than the maximum diversion time specified in Table 1, below, and any time specified in B050 subparagraph b, "Limitations, Provisions and Special Requirements."

(2) Authorized Airplanes. The certificate holder is authorized to conduct ETOPS with the airplane-engine combination (Airplane Make, Model and Series (M/M/S) and airplane engine)  listed in Table 1 of these operations specifications, subject to the diversion times specified therein. Individual airplanes of an authorized airplane-engine combination must be authorized in D086 of these operations specifications. 
Table 1 - Authorized ETOPS Airplane-Engine Combination 
And Maximum Diversion Times
	Airplane-Engine                   

Combination (AEC)
	Maximum Diversion Time



	Airplane Type 
Make/Model/Series (M/M/S)
	Airplane Engine 
M/M/S
	Maximum Diversion Time
in Minutes

	
	
	

	
	
	

	
	
	


d.
Dispatch or  Flight Release Limitations.  

(1) The certificate holder may not dispatch or release an ETOPS flight up to 180 minutes (including 207 minutes in the North Pacific Geographic Area of Operations), unless the maximum diversion time at the approved one-engine inoperative cruise speed (under standard atmospheric conditions in still air) from any point along the planned route of flight to an ETOPS alternate airport, is equal to or less than the maximum diversion time specified in Table 1 of this operations specification. 

(2) The certificate holder may not dispatch or release an ETOPS flight greater than 180 minutes unless the following conditions are met at the time of dispatch or release: 


(a) The maximum diversion time at the all-engine operating cruise speed, corrected for wind and temperature, does not exceed the airplane’s most limiting fire suppression system time minus 15 minutes, for those cargo and baggage compartments required by regulation to have fire suppression systems.


(b) The maximum diversion time at the approved one-engine inoperative cruise speed, corrected for wind and temperature, from any point along the planned route of flight to an ETOPS Alternate Airport does not exceed the airplane’s most limiting ETOPS significant system time (other than the airplane’s most limiting fire suppression system time) minus 15 minutes.

e. ETOPS Alternate Requirements. In accordance with the requirements of §121. 624, ETOPS Alternate Airports must be designated in the dispatch or flight release for use in the event of a diversion during ETOPS. No person may list an airport as an ETOPS Alternate in a dispatch or flight release unless the following conditions are met: 

(1) Considering wind and other weather conditions expected, the airplane will have sufficient fuel to fly to the ETOPS Alternate Airport (at the one the one-engine-inoperative cruise speed ) and meet the requirements of 121.646(b)(1)(i)-(iv). 


(2) At the time of dispatch or release, the appropriate weather reports or forecasts, or any combination thereof, must indicate that weather conditions will be at or above the alternate minima specified in C055 of these operations specifications from the earliest, to the latest possible landing time the ETOPS alternate might be used.  


(3) The field condition reports must indicate that a safe landing can be made.

(4) The airport must be listed in C070 of these operations specifications as either a regular, provisional, refueling or ETOPS adequate airport. 

	
	specifications’

	
	



f.
Special Provisions for Western Atlantic and Caribbean Sea ETOPS, if authorized. The certificate holder is authorized special ETOPS with two-engine airplanes in the Western Atlantic and Caribbean Sea, with the following airplanes and special equipment. (If this area is not authorized, enter N/A in column 1.)
Table 2 - Special Provision for Western Atlantic and Caribbean Sea ETOPS
	Airplane Type
Make/Model/Series 
	Special Equipment/Limitations 
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(1)
The certificate holder must conduct Part 121 ETOPS within areas of the North Atlantic Ocean west of the western boundary of North Atlantic Tracks/minimum navigation performance specification airspace and the Caribbean Sea west of a line from 27 degrees N/60 degrees W to 10 degrees N/55 degrees W as specified in operations specification B050 of these operations specifications and all of the following conditions must be met:


(2)
Maximum Diversion Time. The maximum diversion time, at any point along the route of flight, to an adequate airport is 75 minutes or less at the approved one-engine inoperative cruise speed (under standard atmospheric conditions in still air).


(3)
Dispatch or Flight Release Limitations. The certificate holder may not dispatch or release an ETOPS flight in this area unless:



(a)
That flight is operated at a weight that permits the flight at the approved one-engine inoperative cruise speed and power setting (based on net cruise performance data in the ambient temperature conditions likely to be encountered) to maintain a flight altitude at or above the minimum en route altitude, and to clear all obstacles along the route of flight to the destination airport and any required diversionary airports.



(b)
In addition to any equipment required by the basic provisions of the FAA Master Minimum Equipment List, the special equipment required by subparagraph f is installed and operational.
g. If the certificate holder does not conduct ETOPS in accordance with the authority contained in these operations specifications for a period of 6 months or more, the FAA may rescind all or a portion of the ETOPS authority due to lack of recency of operation.  
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