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Aircraft with RNAV Systems Eligible for RNAV 1 DPs and STARs
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2 The foreiga air carrier is authorized to conduct IFR area navigation (RNAV 1) Instrument Departure Procedures (DPs) and Standard Terminal Arivals (STARs) published in accordance with 14 CFR Part 97 using
approved area navigation systems to the airports and runways approved for such operations and shall conduct all such operations in accordance with the provisions of these operations specifications.

b, Authorized Aircraft and Equipment. The foreign air carrier is authorized to conduct RNAV 1 DPs and STARs operations using the following cligible aircraft and area navigation systems installed and operational as
required by the AFM, CFR, the FAA compliance table, or this operations specification.

Table 1 Aircraft With RNAV Systems Eligible for RNAV 1 DPs and STARs

Compliant RNAV System(s) and Software
Airplane MAUS @ Manufacturer @ ModeVHW Part @ ‘Software PartVersion/Revision Number ‘Limitations and Provisions @
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. The foreign air carrier must maintain the aircraft and equipment listed in Table 1 above using an established maintenance program that addresses these RNAV requirements. The foreign air carrier maintenance

‘program approval is the responsibility of the State of the operator.

4. Flighterew Qualifications. Flightcrews shall not conduct operations approved by this operations specification uatil that flightcrew is qualified in accordance with the foreign air carrier’s training program for RNAV 1
DPs and STARs operations. The foreign air carrier training program approval is the responsibility of the State of the operator.
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